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5014 Fintex Plinth Paint 

Product Waterborne, slightly thixotropic acrylate exterior paint for house plinths.  

Suitability Suitable for both concrete plinths. Can be used without any primer. Gives a long-lasting finish with 
excellent resistance for humidity and weather. Suitable for new and previously painted surfaces. 

 Features           

          protects plinth against climatic stress 
          waterborne 
 matt 
          A and C bases available, tintable with common tinting systems 
          slightly thixotropic 
          no separate primer is required. 
          excellent adhesion on concrete 
          tintable with common tinting systems. 

  produced in Finland. 

Technical specifications 

Dry content Approx. 47%. 

Density Approx. 1,30 g/ml. 

Storage 36 months in original, unopened package, storage in a cool dry place with temperature between  
+5…+20°C. Does not stand long storage once opened. 

Coverage Standard coverage concrete  4-8m2/l.              

Heat resistance -50 -- +80°C 

Wear resistance  Good. 

Drying time +23⁰C, RH%50. Treated surface in dust dry within 1-2 hours. Tack dry within 3-5 hours. Can be 
repainted after 24 hours. Times are normative and dependable highly on humidity of air  and 
temperature.  

Working methods Brush, roller or spray gun. 

 High pressure spraying 
-nozzle 0,027" - 0,029 

  -diluting 0 - 15% by volume 

Grade of gloss   RT5, (Finnish classification), matt. 

Paint group 416, dispersion paints RL11…13 (Finnish classification).                                          

Diluting Priming max. 15% by volume.  

Solvent Water 

Cleaning Water and soap. 

Packages 0,9l, 2,7l, 9 and 18l. 

EU VOC limits cat.A/d 130g/l (2010), in ready mixed product VOC<130g/l. 
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Instructions 

Circumstances During treatment must the circumstances be dry without any possibility of rain. Temperature should 
be over +10⁰C, but under +25⁰C, relative humidity under 80%.  

Instructions Surfaces to be treated must be dry and clean. Remove all loose material, old chipping film, fungus, 
alga and other impurities with a brush, steel brush or a pressure washer. Priming can be done with 
Fintex Plint paint diluted with water max. 15% by volume.  

Painting can be performed 1-2 times according to required result Mix the can properly before use 
and during work to ensure even colour. Application can be done with a brush, roller or a spray gun. 
Avoid using the product in late evening, in threat of rain or in strong sun light.  Coverage is 
dependable on the quality of the surface. Instruments should be washed right after use with warm 
water and soap. Thick layers take longer time to dry thoroughly.  

All information here is based on laboratory and field tests. Results are only normative. Since we can 
not have any affect in working methods or in the circumstances our high quality standards cover 
only faults in materials.  We do not take responsibility if the product is been miss used anyhow. 

Environmental protection      

          Product must not be let in sewer system, water systems or in soil. Unused liquid product is to be 
handled as hazardous waste. Empty, dry cans can be recycled or dealt as standard household waste. 

Transportation Non ADR-classified. Must be kept from freezing. 

Flammability  Non-flammable 

 

 

 

 

 

Safety  Protective gloves, -clothing and respiration mask must be worn. Constant exposure can cause drying 
or cracking of skin. Safety data sheet is available. 


