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TETRAKEM PLASTIC ADHESIVE AD 99AS 
Product Very fast bonding solvent-borne polyurethane adhesive. 

Suitability Suitable for PVC, thermoplastic rubber, polyurethane foam, leather, so-called artificial leather, 
fabric, synthetic rubber compounds and natural rubber gluing. Applications include gluing of shoes, 
tarpaulins, inflatable mattresses, toys, rain coats, rubber boats, plastic and rubber parts of vehicles. 

Properties  PROPERTIES OF THE PLASTIC ADHESIVE 
• one-component polyurethane adhesive  
• solvent-borne (acetone) 
• colourless 
• good heat resistance  
• good water- and frost-proof sealing  
• is also available as an antistatic version (1073) 
• is available as a toluene containing version (1075S)  

Technical data 

Dry matter content ca. 18% 

Density 0.86 g/ml 

Storage 12 months in the original package in a dry and cool place, at temperatures ranging from +5…+25°C. 
The product is highly flammable. 

Coverage 4-5 m²/litre depending on the material to be glued. 

Temperature  +80-90
o
C without curing agent (if 3-5% Tetrakem hardener is added, the temperature resistance is  

resistance approx. 120
o
C) 

Chemical resistance  Good 

Open time 2-5 minutes 

Working time The adhesive will keep its heat activating properties for several weeks 

Cleaning of equipment Acetone 

Package sizes 0.33, 1, 3, 10, and 20 litres. 

 

INSTRUCTIONS FOR USE 

Conditions of use The surfaces for bonding must be clean, dry and free of grease, and if necessary roughened or pre-
treated. PVC surfaces should be cleaned with acetone. Operating temperature should be above + 
10°C. 

Instructions for use Apply a thin and even layer of glue on both surfaces of the joint using a brush, or a roller. Hardener 
(hardener Tetrakem AD-1600) improves the resistance of glued seams to heat, chemicals and 
grease. 

 During wet gluing, the glue is allowed to dry for 1-3 minutes, after which the surfaces must be firmly 
pressed together. 

Heat-assisted activation: Allow the adhesive surfaces to dry; once dried, heat to approximately  
+ 80 ° C to make the adhesive surfaces sticky again, and press the hot adhesive surfaces together. 
Air bubbles between the surfaces must be avoided. Activation of the adhesive surfaces can also be 
done with a solvent (acetone). The gluing is immediately secure, but reaches its final strength within 
1-2 days. Stains can be removed with acetone. 
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Environmental  Do not allow the product to be discharged into drains, water courses or soil. Any unused product  
protection should be submitted as hazardous waste for disposal. Dried adhesive should be regarded as landfill 

waste. 

Material safety  The adhesive is highly flammable and a serious irritant to eyes and skin. Wear protective gloves and 
clothing. Repeated exposure may cause skin to dry or crack. Vapours may cause drowsiness and 
dizziness. A separate material safety data sheet is available for the product. 

Combustibility  Highly flammable 

Transport  Flammable liquid class 

 
 




