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SUVI SEMI-MATT HOUSE PAINT, 640 
SUVI LUX SEMI-GLOSS HOUSE PAINT 
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SUVI SEMI-MATT HOUSE PAINT 
SUVI LUX SEMI-GLOSS HOUSE PAINT 
Suvi and Suvi Lux multi-purpose fully acrylic house paints 

Use instructions: 
The treated surface should be dry and clean. Protect nail heads and other rusting metallic parts with anti-
corrosive paint. Remove resin from branch locations and insulate with a branch lacquer or an additional layer 
of paint. Allow to dry before painting over. The temperature of the treated surface and the paint should be 18-
25°C and relative air humidity 85%. Moisture content of the wood must be less than 15%. Do not paint 
surfaces heated by sunlight. Do not paint if it might rain within the next few hours. Spread with brushes, rolls 
or a spray gun. Paint 1-2 layers. For priming, the paint can be diluted with approx. 10% of water. Mix paint well 
before use and check possible tinting before painting. Wash tools with water. 

Suitability: 
• Surfaces unpainted, painted, 

primed or processed with a 
wood protector 

• Old wooden surfaces 

• Sawn boards 
• Planed wooden surfaces 
• Log surfaces 
• Plinths 

Characteristics: 
• Very good bond 
• Good painting properties 
• Contains ingredients that prevent 

mould and fungal growth 

• Preserves and protects 
wood/surface from long-term 
humidity, dirt and UV radiation 

• Protect from freezing 
• Good covering capacity 
• A- and C-base 

Storage: 36 months in an unopened container, temperature above +5°C 
Package sizes: 0.9l, 2.7l, 9l, Suvi 18l 
Transport: No CDG classification. 
Tinting: NCS-, RAL-, NOVA- and Monicolor tones 

Safety in use: 
Use a respiratory protective device while spraying. The composition of the product 
does not require protective markings. A safety data sheet is available for the product. 

Environmental protection and waste handling: 
Liquid paint and varnish waste must be delivered to a hazardous waste collection point. Empty, dry paint 
containers can be delivered for recycling or to a general landfill if recycling is not available. 

 

Technical data: Suvi Suvi Lux  
   Spreading capacity: 

Priming 5-6 m2/l 
Surface painting 6-10 m2/l 

Dry matter content 47 w% 47 w% 
Density Approx. 1.2 kg/l Approx. 1.2 kg/l 
Gloss group Semi-matt Semi-gloss 
Painting accessory group 461 461 Drying time: 

Surface dry in 2 h 
Touch dry in 3 h 
Can be painted over in 24 h 

Diluent Water Water 
Washing tools Water Water 
Combustibility Not combustible Not combustible 
    

EU VOC threshold value: cat. A/d 130g/l (2010) 
Ready to use product’s VOC max. 130g/l 
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