
PLASTFIX 1076S 
polyurethane adhesive 
 
TECHNICAL DESCRIPTION 
 
Product description:  A solvent-based synthetic rubber-based adhesive vith a long open time. 
    
Applications:   Very well suitable for joining PU, TR-rubber, PVC, Synthetic rubber mixtu- 
    res and natural rubber with leather and other upper materials. 
 
Properties:   - clear liquid 
    - specific gravity: 0.88 
    - easy and economical application 
    - application temperature over +100  C 
    - cold contact bonding: open time 5-40 min.   
    - heat resistance of the joint ca. + 700C  (without hardener) 
    - cold resistance of the joint ca. - 400C   
    - thinnable with solvents (acetone) 
 
Warning symbols:  F = highly flammable 
    Xn = harmful 
 
Storage stability and  12 months in right conditions. Must be stored in well closed containers in 
Storing:    a cool space with good ventilation. 
    
Class of Transport:  3.5o (b) ADR. Flammable liquid. 
 
Packings:   Metal containers of 1, 10 and 20 liters. 
 
Tools of application:  Brush or a machine. 
 
Liability:   The information given is the result of our tests and experience and is of a gene- 
    ral nature to help the user. It can change with new information and development. 
    Because the local conditions and properties of the materials to be joined are out 

    of our control, we can not take responsibility of the possible damages.  

 

 


