
 PRODUCT DATA SHEET 
 

FT Card 

403/405 Ovika Furniture Paint 
Product Description Solvent-based thixotropic urethane alkyd paint, non-yellowing, durable, and well-levelling semi-gloss 

furniture paint for indoor and outdoor use. 
 
403 A-base:  White paint 
405 C-base:  Lacquer-like, slightly beige-tinted paint base, dries clear. 
 
Suitability Wood, plywood, fiberboard, fiberglass, and metal surfaces. Windows and furniture. New and 

previously painted wood and plaster/concrete floors. Also suitable for previously varnished or painted 
surfaces. Withstands heavy use and cleaning with standard detergents. Ideal for restoring traditional 
projects. 

 
Features: Solvent-based (mineral spirits) 
 1-component urethane alkyd paint 
 Mild odor 
 Hard and flexible paint film 
 Resistant to heavy wear 
 Tintable with standard color charts 
 Available in A- and C-bases 
 

Technical Specifications 
 
Density:  1.20 g/ml 
Solids content:  approx. 48% by weight 
Painting Supplies Group:  2012, 332 (Solvent-based paints for removable furniture) 
Gloss Group:  Semi-gloss (3/RT classification) 
Wear Class:  RL 03…05 
Storage:  36 months in original packaging, stored in dry conditions at 5-20°C 
Coverage:  8-12 m²/l 
Tinting: Available in A- and C-bases 
Thinning:  For topcoat: max 5%, for priming: 10-25% 
Drying Time: Drying depends on the paint film thickness, temperature, relative humidity, and airflow. At +23°C, RH 

50%: Dust-dry in approx. 2 hours. Touch-dry in 9-11 hours. Recoatable after approx. 16 hours 
Full hardness and durability:  after approx. 2 weeks 
Application Conditions: Temperature must be above +5°C. Suitable for indoor and outdoor use. 
Transport Temperature: Freeze-resistant. 
Application Tools: Roller, brush, or spray gun. 
Thinning: 5065 Mineral Spirits. Recommended thinning max. 10%. 
Cleaning of Tools: 5065 Mineral Spirits. 
Packaging Sizes: 0.9L, 2.7L, 9L. 
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Application Instructions 
 
Varnishing Conditions Varnishing conditions should be dry and rain-free. The temperature must be above +10°C but below 

Application Instructions 
Previously painted surfaces should be sanded or washed with 5059 Fintex Painter’s Power Wash, then 
cleaned of dirt and dust. Holes should be filled as needed with a suitable filler. The surface must be 
clean and dry. Recommended temperature for the paint, furniture, and air is above 5°C. Lower 
temperatures will slow down the drying process. 

 Stir the paint thoroughly before each application. 
 For previously unpainted surfaces, 435 Ovika Adhesion Primer can be used. Topcoat painting is done 

with undiluted paint in 1-3 coats. The painted surface reaches full hardness after approx. 2 weeks. 
 FT data is based on laboratory tests and practical results. All test results are indicative. Since we cannot 

control working conditions, methods, or tools, we are responsible only for the quality of our product 
and ensure it meets Fintex’s high standards. We are not liable for damages caused by improper use 
contrary to the instructions or intended purpose. 

 
Environmental Protection Do not release the product into drains, water bodies, or soil. Unused liquid paint must be taken to a 

hazardous waste collection point for disposal. Empty, dry paint cans can be recycled. Dried paint is 
landfill waste. 

 
Flammability Flammable. 
 
Transport ADR Hazard Class 3. 
 
Safety A separate safety data sheet is available for this product. 
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