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Natura glass-fibre wallpapers 
Product Paintable fiberglass wallpaper is an excellent choice when you want to easily create a beautiful, 

textured surface on otherwise smooth walls. 
 
Features: Fiberglass yarn woven wallpapers. 
 Fire-resistant, classified as B-s1-d0 according to the EN 13501-1 standard. 
 Non-toxic, free of chlorine, formaldehyde, solvents, and other harmful substances. 
 Hygienic, does not collect dust, and easy to clean due to its washable surface. 
 Durable, reinforces the wall surface. 
 Covers cracks and other damages on the walls. 
 Can be repainted multiple times. 
 Beautiful, textured surface, available in 18 different weave patterns. 
 The fiberglass yarn is made from inexhaustible natural raw materials: quartz sand, soda, dolomite, and 

lime. The yarn made from these pure minerals is woven into Fintex fiberglass wallpaper. 
 M1 emissions classification for building materials. 
 CE-marked fiberglass wallpapers. 
 
 

Technical Specifications 
 

Fiberglass Wallpaper Model Weight (g/m²) 

Fintex no. 171 Extra Rough 205 

Fintex no. 180 Naava 250 

Fintex no. 181 Linen 230 

Fintex no. 182 Moss 208 

Fintex no. 183 Elegance 190 

Fintex no. 184 Small Herringbone 170 

Fintex no. 185 Vertical Stripe 180 

Fintex no. 186 Herringbone 130 

Fintex no. 187 Diagonal Stripe 170 

Fintex no. 188 Domino 204 

Fintex no. 189 Basketweave 200 

Fintex no. 194 Design Quality 126 

Fintex no. 194hs HomeStop Design 180 

Fintex no. 197 Fine 140 

Fintex no. 197hs HomeStop Fine 200 

Fintex no. 198 Rough 115 

Fintex no. 201 Reed 275 

Fintex no. 202 Straw 220 

Fintex no. 203 Glacier 220 

Fintex no. 204 Wave 275 

Fintex no. 192 Low Profile 85 

Fintex no. 90050 Surface Reinforcement 50 

Available in rolls of 30 m², 12.5 m², 25 m², and 50 m², depending on the model. 
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Instructions for Use 

 
Preparation The surface to which the fiberglass wallpaper will be applied must be clean and dry. Remove old 

wallpaper. Fill in cracks and holes with a suitable Fintex filler. Sand the filled surfaces with sandpaper 
and brush the wall clean of sanding dust. Prime porous, absorbent surfaces with Fintex Fiberglass 
Wallpaper Adhesive diluted to about 20%, or with Fintex 2 Primer, and allow to dry. 

 
Application Cut the wallpaper strips from the roll using scissors or a wallpaper knife, leaving 5-10 cm extra at the 

top and bottom edges of the walls. For patterned wallpapers, take care to align the pattern correctly. 
Use only adhesive designed for fiberglass wallpapers, such as Fintex Wallpaper Adhesive. Apply the 
adhesive evenly with a painter’s roller over an area of 2-3 strips at a time, using about 300 grams per 
square meter. Attach the Fintex fiberglass wallpaper immediately to the surface (the inside of the roll 
should face the wall) using a rubber roller or plastic spatula. Start applying the wallpaper from the top 
of the strip. Trim the excess wallpaper. Fintex fiberglass wallpapers come pre-trimmed, so they can be 
installed with butt joints. Ensure the patterned wallpaper is correctly aligned before the adhesive dries. 

 
Painting Prime the wallpaper once the adhesive has dried (approx. 12 hours) with Fintex 2 Primer. Final painting 

can be done with Fintex Satin (a matte interior paint) or Fintex 12 (a semi-matte paint). For best results, 
use the same or similar color for both coats of paint. 

 
Attachment and Painting  Clean new and previously latex-painted surfaces from dirt and dust. Fill cracks and seams with Fintex LF 

Lightweight Filler. Prime porous, unpainted surfaces, such as concrete, with bonding paint diluted with 
water at a ratio of 1:4 (1 part bonding paint, 4 parts water). The surface to be painted must be dry, the 
temperature above +5°C, and the relative humidity below 80%. Apply the bonding paint to the wall 
over an area of 2-3 strips and place the pre-cut wallpapers in position. Immediately after attaching the 
wallpaper, perform the primer coating using the wet-on-wet technique with the bonding paint. Final 
painting should be done with a Fintex paint suitable for the purpose. The painted surface will be dry to 
the touch in about an hour, and the final coat can be applied after approximately 16 hours.  

 Coverage: Bonding and priming approximately 3 m² per liter. 
 
Storage: Store in original packaging in a dry and cool place, at a temperature of +5°C to +25°C. 
 
Safety Instructions: The composition of the product does not require any warning labels. A safety data sheet is available for 

the product. 
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